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guide in determining the quality of water to be used 
in the manufacture of kraft papers. 


Definition 


By kraft papers are meant coarse papers composed 
of unbleached wood fibers produced by the sulphate 
process and used primarily for wrapping and other 
packaging purposes. High-grade sulphate papers, 
bleached or unbleached, such as condenser tissue, 
writing, book, file folder, electrical insulating, and 
metal wrapping, require water as specified in TAPPI 
Standard E 600 s-44. 


Chemical Composition 


The water shall not contain impurities in excess 


Reagent Chemicals and Standards 


D. Van Nostrand Company has just issued the 2nd 
Edition of Reagent Chemicals and Standards by Jo- 
seph Rosin, chief chemist of Merck & Company, 


(542 pp. 6 x 9). In this book the author has 
brought the mature judgment of more than 25 years 
of experience in the production of reagents and 
standards. The present volume is more comprehen- 
sive in its scope than any similar publication. 

Among the subjects covered are: solutions used as 
reagents; standard solutions; the arsenic test; re- 
agents; volumetric solutions, their preparation and 
standardization; indicators; equivalents of normal 
and tenth-normal solutions ; freezing point determina- 
tion; nitrogen determination; water determination ; 
sulphur determination by the Parr bomb method; 
pH; buffer solutions. 

Hundreds of chemicals are mentioned, giving their 
assay method, solubility, residue on ignition and other 
information of pertinent interest to the chemical be- 
ing considered. 

Copies may be obtained from the Book Department 
of the Technical Association of the Pulp and Paper 
Industry, 122 East 42nd Street, New York 17, N. Y. 
at $7.50 per copy. 

* This specification has been approved as a tentative standard by 
the Water Committee. Criticisms are earnestly requested and should 


be sent to R. G. Macdonald, Secretary, Technical Association of the 
Pulp and Paper Industry, 122 E. 42nd St., New York 17, N. Y 


of the amounts given below, expressed in parts per 7 
million and in terms of the substances indicated: — 


Maximum for Kraft Paper, p.p.m, 7 


Substance Bleached 
40 


Turbidity as SiO: 

Color in platinum units 

Total hardness as CaCOs 

Alkalinity to methyl orange as CaCOs. . 
Iron as Fe 

Manganese as Mn 

Silica (soluble) as SiOz 

Total dissolved solids oe 
Free carbon dioxide as COsz.......... 
Chlorides as Cl .. 


1. Chlorides are limited to 200 p.p.m. because 
chloride concentrations in excess of this amount are 
effective in promoting corrosion of metal parts in the | 
manufacturing system. 

2. A limit for organic materials is not included | 
since the nature of the organic material is a con-) 
trolling factor. For some types a much higher limit 
may be allowable than for others. The limit on color | 
has a limiting effect on some of the more objection- 
able types of soluble organic matter. In general, § 
organic materials should be kept as low as possible | 
in process water. 

3. This specification deals with process water for 
kraft paper manufacture. It does not apply to the 
process water to be used for kraft pulp manufacture. 


Reference 


Miller, Lewis B., “Quality of Process Water Used in Kraft Paper 
Manufacture,” Paper Trade J. 122, No. 20: 59 (May 16, 1946). 


New TAPPI Members 


The Executive Committee of the Technical Asso- 
ciation of the Pulp and Paper Industry has elected § 
the following to membership: 

Thomas C. Catlin, Technical Director, Gilbert Pa- 
per Company, Menasha, Wis., is a 1939 graduate of | 
the University of Wisconsin, ‘and was formerly em-~ 
ployed by the Kimberly-Clark Corporation, Neenah, = 
Wis., the Marathon Corporation, Menasha, Wis., 
and the Chemical Warfare Service, Pine Bluff Ar-/ 
senal, Arkansas. 

Rene A. Schneider, Chemist, The Ohio Boxboard 
Company, Rittman, Ohio, is a 1942 graduate of Kent 
State University. 
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